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BRACKETS AND LUMINAIRE FITTINGS	 LIGHTING COLUMNS

BRACKETS AND LUMINAIRE FITTINGS
Our lighting columns accept all standard brackets 
and luminaires, with a top diameter of 60mm.
We can source and supply a wide range of 
brackets and luminaires - the illustrations here 
are examples from a wide choice of possible 
brackets. Contact us for details.

COLUMN HEIGHT 
(m)

PART NO.
ROOT MOUNTED FLANGE BASE

3 KMSKPW-ST3.0 KMSKPF-ST3.0
4 KMSKPW-ST4.0 KMSKPF-ST4.0
5 KMSKPW-ST5.0 KMSKPF-ST5.0
6 KMSKPW-ST6.0 KMSKPF-ST6.0
7 KMSKPW-ST7.0 KMSKPF-ST7.0
8 KMSKPW-ST8.0 KMSKPF-ST8.0
9 KMSKPW-ST9.0 KMSKPF-ST9.0
10 KMSKPW-ST10.0 KMSKPF-ST10.0
11 - KMSKPF-ST11.0
12 - KMSKPF-ST12.0

DECORPOLE

BASICPOLE

PASSIVEPOLE

DESIGNPOLE

COLUMN HEIGHT 
(m)

PART NO.
ROOT MOUNTED FLANGE BASE

3 KMSKPW3.0 KMSKPF3.0
4 KMSKPW4.0 KMSKPF4.0
5 KMSKPW5.0 KMSKPF5.0
6 KMSKPW6.0 KMSKPF6.0
7 KMSKPW7.0 KMSKPF7.0
8 KMSKPW8.0 KMSKPF8.0
9 KMSKPW9.0 KMSKPF9.0
10 KMSKPW10.0 KMSKPF10.0
11 - KMSKPF11.0
12 - KMSKPF12.0

To specify a colour, add the required RAL number as a suffix 
eg KMSKPW9.0-7032.

COLUMN HEIGHT 
(m)

PART NO.
ROOT MOUNTED FLANGE BASE

3 KMSKPW-D3.0 KMSKPF-D3.0
4 KMSKPW-D4.0 KMSKPF-D4.0
5 KMSKPW-D5.0 KMSKPF-D5.0
6 KMSKPW-D6.0 KMSKPF-D6.0
7 KMSKPW-D7.0 KMSKPF-D7.0
8 KMSKPW-D8.0 KMSKPF-D8.0
9 KMSKPW-D9.0 KMSKPF-D9.0
10 KMSKPW-D10.0 KMSKPF-D10.0
11 - KMSKPF-D11.0
12 - KMSKPF-D12.0

To specify a colour, add the required RAL number as a suffix 
eg KMSKPW9.0-7032. Contact us to order a customised graphic.

COLUMN HEIGHT 
(m)

PART NO.
ROOT MOUNTED FLANGE BASE

3 KMSKPW-P3.0 KMSKPF-P3.0
4 KMSKPW-P4.0 KMSKPF-P4.0
5 KMSKPW-P5.0 KMSKPF-P5.0
6 KMSKPW-P6.0 KMSKPF-P6.0
7 KMSKPW-P7.0 KMSKPF-P7.0
8 KMSKPW-P8.0 KMSKPF-P8.0
9 KMSKPW-P9.0 KMSKPF-P9.0
10 KMSKPW-P10.0 KMSKPF-P10.0
11 - KMSKPF-P11.0
12 - KMSKPF-P12.0

To specify a colour, add the required RAL number as a suffix 
eg KMSKPW9.0-7032.

DECORPOLE incorporates a decorative base, providing an 
elegant silhouette to blend in with classic architecture.

Manufactured with high strength parameters, complies with 
BS:EN 40-7.
Columns are available in a wide range of RAL colours.

PASSIVEPOLE is a passive safe composite column.
The safety rating of the passivepole is 70 NE 2.

A ground-breaking opportunity for customisation with the 
addition of graphic images directly to the lighting column.
Can be illuminated from within, providing attractive 
landscaping features and a supplementary light source.

ORDER CODES


